
Name of Work:     Repair of pot-holes and cracked Bituminous surface 

at DND Flyway during 2024-2025  

 

S.No. Description of Items Qty Unit Rate Amount(in 
Rs.) 

1 2.5 cm premix carpet surfacing with 2.25 cum and 
1.12 cum of stone chippings of 13.2 mm and 11.2 
mm size respectively per 100 sqm and 52 kg and 56 
kg of hot bitumen per cum of stone chippings of 
13.2 mm and 11.2 mm size respectively, including a 
tack coat with hot straight run bitumen, including 
consolidation with road roller of 6 to 9 tonne 
capacity etc. complete (Tack coat will be paid 
separately) 
With paving Asphalt grade VG - 30 with no solvent 

2000 sqm   

2 Providing and applying tack coat using hot straight 
run bitumen of grade VG - 10, including heating the 
bitumen, spraying the bitumen with mechanically 
operated spray unit fitted on bitumen boiler, 
cleaning and preparing the existing road surface as 
per specifications: 
On bituminous surface @ 0.50 Kg / sqm 

2000 sqm   

3 Filling potholes and patch repairs with bituminous 
concrete, with varying thickness preferably 30/40 
mm with removal of all failed material, trimming of 
completed excavation to provide firm vertical faces, 
cleaning of surface, painting of tack coat on the 
sides @ 2- Kg/10 Sqm and base of excavation as per 
Clause 503 back filling the potholes with hot 
bituminous material using VG-30 grade bitumen @ 
5.4% of total mix & mixed in hot mix plant 40-60 
TPH capacity and carriage with all leads & lifts, 
compacting with Vibratory roller 8-10 tonne, 
trimming & finishing the surface to form a smooth 
continuous surface, all as per MoRTH specification 
Clause 3004. 

500 sqm   

 Total Amount Rs.     

 

 

Condition: 

 

1. Work will be executed as per CPWD and MORTH specification 

2. Necessary recoveries like income tax and GST will be recovered 

3. 90 days’ time will be allowed for execution of work after letter of award. 

4. All T&P will be arranging by the contractor/Bidder. 

 


